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Dimmer Simulator

Soft interface:

$ Simulator - Dimmer 524 I Shd 9PN avae s 4
| 10% 20% 30%
W L1 i

60% 50%

i ]

E = S

Device Information

Subnet ID: 1 MAC: B1.B2.B3.B4.B5.86.87.88

Device ID: 27 Model: SB-DIM&c2A-DN
Description:  Dimmer 6CH 2A/CH,DIN-Rail Mount
Remark: Test by Tommy

Communication Information

Send[15:44:24:152]: EF FF 03 00 00 06 3F =

Testing Area

Operate Code:  Ox

Additional Data:

Modify the equipment information :

Device Information

Subnet ID: 1 MAC:
Device ID: 27 Model:
Description:  Dimmer 6CH 2A/CH,DIN-Rail Mount

Remarl: Test by Tommy

Click on the Modify information

B1.B2.B3.B4.B5.B5.B7.B3

SB-DIMEc2A-DN

[ Modify Information

Button state changes Click on the Modify information, The modified click save

Save Information ] |

©
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Instructions show:

Communication Information

Broadcast status of lights: m = [ Clear Text

Click to close the radio instructions :” Send[15:01:58:751]: EF FF 03 00 00 06 00”

Broadcast status of lights: = = m

Used to clear the command bar:

Clear Text
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Independent test instruction:

Testing Area

Uperate Code:  Ox Testing Now

Additional Data:

Click on the send button test input instructions:

Testing Area

Operate Code:  Ox Testing Now

Additienal Data:

Using Smart BUF on the I0S:

SMART-BUS

Simulation Z-Audio Deivce playback effect :

@ www.smarthomebus.com 3



SMART-BUS .

L

canter

Smart Clound F9

A Command Test for Developer @ & W & == =

=k

Deviee address(decmaiist)
Subnet ID: 1 (0x01) Save(A)

Devie D: 27 (0x18)

Show command data

) CRC checkout

@ Al

(2 No address imt

PC <—The object Device

() Any devices—>The object Device,or The object Device —>Any devices

CRC00001 11:37:38:321 - 0B 03 FE FF FE 00 0E 01 1BFE F5

Operation code: o QE (Hex)

(Decimalist,every addtional data must be separated by comma but dont use comma in the end)

Additonal data:

Periodic data ransmission(unt ms) PC address
@ Defaut:
s 10
Subnet D - Device ID:
Data pack type
[7] Receive data from al fiekd( only receive data from local fied is defaut stting) ® Small pack
) Big pack

[ Broadcast RC Time

(@ Custom

-

Send(s)

Smart Cloud can be operation Dimmer-Simulator (using the instructions)

( Must be in the same local area network (LAN) )
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.
SMARTHOME \’/
GrOoum
T Simulator - Dimmer 6c2A . - i
Device Information
10% 20% 30%
\ tof A Subnet ID: 1 MAC: B1B2B3B4.85.86.67.68
13 3] 1]

- Device ID: 27 Medel: SB-DIM6c2A-DN
. Description: Dimmer 6CH 2A/CH,DIN-Rail Mount
Remark: Test by Tommy

Communication Information

Send[15:44:24:152]: EF FF 03 00 00 06 3F -

Testing Area

Operate Code: 0

Additional Data:
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