Operating Instruction

1. Install the software:

o> Uncompress the installation package (Simulator.zip) into the corresponding

path on your disk.

& simulator.zip
Simulator

o> Find the path “\Simulator\Simulator\Setup-Windows\”, and you will see

three files. Double click the “Simulator.msi” file to install software.
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i5 simulator.msi

o> Choose the “Next >” option.
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Welcome to the Simulator Setup Wizard LA

The inztaller will guide you through the steps required to inztall Simulator on pour computer.

WARMIMG: This computer program i protected by copyright law and international treaties.
Ilnauthorized duplication or distribution of thiz program, or any portion of it, may result in severe civil
ar criminal penalties, and will be prozecuted ta the maximun extent pozsible under the law.
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o> Browse the folder which you want to install, and choose the “Next >” option.




ﬁ Simulator

Select Installation Folder

The ingtaller will ingtall Sirmulatar to the following folder.

Eolder;

T inztall in thiz folder, chick "Mest". Ta inzstall to a different falder, enter it below or chck "Browse"',

C: %" FProgram Files\Simulator'

Install Simulator for yourself, or for amyone who uses this computer:

) Everyane

@ Just me

Browse. ..

Digk Cost...

Cancel ] [ ¢ Back

0> Choose the “Next >” option to be installed.
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Confirm Installation

The installer iz ready to install Simulator on pour computer.

Click "Mext'" to start the installation.
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Meut »




Installing Simulator %

Simulator is being installed.

Fleaze wait...

I Cancel I | ¢ Back | | Mest > |

o> Complete the installation.
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Installation Complete %

Simulator has been successfully installed,

Click. "Cloze' to exit.

Pleaze use Windows Update to check for any critical updates to the WET Framewaork:.

Cancel | | < Back | E Cloze i




o> Install the application for IPhone, under the path
“\Simulator\Simulator\Setup-10S\”

Testing and debugging:

o> Double click and run it.
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Device Information

Subnet ID: 1

Device ID: 100

Remark:
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Description:  Dimmer 6CH 2A/CH,DIN-Rail Mount
Test by Tommy

Communication Information

| Modify Device Information

MAC: B1.B2.B3.B4.B5.B6.87.B8

Model: SB-DIM6c2A-DN

| Clear Text

0> Get your local IP address from the “cmyd” command.

Bl BES: C\Windows\system32\cmd.exe
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C:\MserssTommy>ipconfig
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0> Pick up your phone, and run the “TommyTest” application.
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o> Fill in your local IP address and default port (8888), and click the “Save”
button.
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IP: 182.168.1.250

port: | 8888 Save
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o> Drag the scroll bar to control the simulator software changes.

IP: 192.168.1.250
port: 8888 Save
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o> Well, you will see the lights of the simulator software changes, and it
receive the UDP data from the port.
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1:25:24:322): 06 64 00 00
[11:25:24:338]: 06 64 00 00
cv[11:25:24:354]: 06 64 00 00
v[11:25:24:374): 06 64 00 00
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Relevant protocol:

Operation Code: 0x0031

Target Subnet ID: | Specify subnet ID of target scope 1-254
device

Target Device ID: Specify device ID of target scope 1-254
device

Additional Content

LEN of additional content: 4 bytes

Index of Additional Content | Remark Value

0 Light Channel No lbyte 1-255

if Channel no is
255, it

means broadcast
channels

of the device.

Brightness Level

1lbyte,0-100
it's percentage of
brightness

High 8 bits of Running
time

Scope of Running
time is

0-3600s
H=(Running time)
div 256

3

Low 8 bits of Running
Time

L=(Running time)
Mod 256

Response

Operation Code: 0x0032

Target Subnet ID: | Broadcast address OxFF
Target Device ID: Broadcast address OxFF
Additional Content

LEN of additional content: 2 bytes

Index of Additional Content | Remark Value
0 Current Channel No 1lbyte
1 Flag for success/ lbyte,

failure

Success=0xF8
Failure =0xF5




